SATELLITE DISH INSTALLATION GUIDELINES

SECTION
III
GENERAL

2.3 ANTENNAE: No exterior radio television, satellite, microwave or other antennas are permitted. Dish antenna are not permitted.

Approved Amendment Change: ANTENNAE: Exterior television, satellite, microwave or other antennas are permitted only as follows. Dish antennas are permitted in accordance with the Federal Communications Commission (FCC) regulations regarding the Telecommunications Act of 1996, giving jurisdiction over homeowners associations’ Covenant Controls and Restrictions on prohibiting the mounting of antennas and satellite dishes one (1) meter (39”) or less in diameter on homeowners’ property. Satellite dishes above one (1) meter (39”) in diameter are still restricted under the present Covenants Controls and Restrictions.  The following Southpark Homeowners Association Number 2, Architectural Control Rules and Regulations must be followed prior to installing a satellite dish network system:

1. In order to track and keep a file on homeowners that have installed a satellite dish, the Architectural and Covenant Control Committee requests the homeowner submit a written statement for installation by designating the exterior location on the property to the Property Manager who will forward the request to the Architectural and Covenant Control Committee.

2. Included with the written submittal, the homeowner shall indicate the following items, specifically addressing:

a. The location of the satellite dish (rear, front, or side) of the property owner’s house.

b. All hardware, supporting brackets, and cables shall be painted the same color as the roof, if mounted above the dormer up to or above the peak of the roof line. If mounted below or against the dormer eave, the satellite should be as close as possible to the leading edge (gutter) of the roof and all cables, mounting hardware or brackets shall be painted the color of the exterior siding/trim.

c. All installed cables from the satellite dish should be unobtrusive and concealed as best as possible.

d. The satellite dish, cable, mounting hardware or brackets cannot be placed on other homeowners’ units.

e. All television antennas as per the Telecommunications Act are restricted to a maximum of 12 feet above the roof line or peak of the roof.

3. If the reception to the satellite dish is impeded by any or all of the above guidelines and those guidelines cannot be met, an alternative proposal must be submitted to the Architectural and Covenant Control Committee with a written statement from the dish manufacturer and/or installer that reception is not possible by adhering to these guidelines.

The Architectural and Covenant Control Committee (ACC) will respond to the homeowner within ten (10) days of receipt of the statement, regarding acknowledgement and approval for exception of the standard guidelines for satellite dish installation.

